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MOBOTIX AG • Security-Vision-Systems • Made in Germany

www.mobotix.com • Tel: +49-631-3033-103

MxViewer Software

Ø 200 mm

130 x 175 mm

135 x 109 mm

3 mm Beschnitt umlaufend

MOBOTIX IP Camera Models
Complete integration for web and security

Allround M22M

DualNight M12D

DualDome D12D

• Professional camera with interchangeable lenses for
indoor/outdoor use with normal illumination

• Exposure time 1 Lux at 1/60 sec., 0.05 Lux at 1 sec.
• Lenses available from Fisheye (90°) to tele (15°)
• Microphone and speaker with full audio functionality

(VoIP and SIP telephony, including Video SIP)
• Universal wall/ceiling mount completely covers RJ45

outlet and protects the cabling
• CF slots for expansion (MOBOTIX modules)
• Switch functions (2 x input, 2 x output) using Cam-I/O

expansion box

X
MOBOTIXAG

Security-Vision-Systems

from 598.- €*

• Dual camera with brilliant image quality during the
day and highest sensitivity at night thanks to two
separate image sensors for color and B/W

• Ideal for low light conditions or IR lighting
• Factory-locked lenses guarantee durability
• PIR sensor for motion detection in the dark
• Microphone and speaker with full audio functionality

(VoIP and SIP telephony, including Video SIP)
• Integrated ISDN S0 connection (telephony, Internet)
• Integrated switch functions (2 x in, 2 x out), RS232
• Universal wall/ceiling mount completely covers RJ45

outlet and protects the cabling

• Universal dual camera with two independent camera
modules (color or B/W)

• Ideal for low light conditions or IR lighting
• Lenses available from Fisheye (90°) to tele (15°)
• 180° field of vision using two Fisheye camera modules
• PIR sensor for motion detection in the dark
• Microphone and speaker with full audio functionality

(VoIP and SIP telephony, including Video SIP)
• Integrated switch functions (2 x in, 2 x out), RS232
• Wall mount with concealed cabling covers RJ45 wall

outlet and has space for WiFi and I/O modules;
additional mount using corner and pole mount

• Professional video/alarm management
• High performance on standard PC (3.2 GHz); MultiView

with 30 cams each at 30 F/s
• No limitations regarding number of cameras or users,

no licenses required, free download
• MultiView mode with different image sizes
• Layout editor for building plans, Drag&Drop cameras
• Supports auto-alerting by remote cameras
• Full audio support

free of charge
D o w n l o a d

from 848.- €*

from 998.- €*

Wall bracket
with cable cover

for RJ45 wall outlet

30 Frames/s
VGA (640 x 480)

10 F/s Mega

Weatherproof
- 30° ... +60°, IP65

no heating necessary

 IEEE 802.3af

PoE
network power
even in winter

 SIP-Client

IP-Telephony
alarm notify,

cam remote control

 lip-syncronized audio

Recording
event-ringbuffer

30 cams each 30 F/s

Backlight
safe using CMOS

 without mechanical iris

Video motion
multiple windows

precision pixel-based

microphone & speaker

Audio
bi-directional via IP
variable framerates

Live viewing
30 cams at 30 F/s
all on one screen

Megapixel
1280 x 960

software zoom

Robust
no moving parts

fiber glass housing
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