
Installation & Instruction Manual

Please read this manual thoroughly before use, and keep it handy for future reference.

1 3  CCD BLACK & WHITE CAMERA
1 3  CCD COLOR CAMERA

Vista Internal vandal resistant
Dome & Wedge Cameras



FCC COMPLIANCE STATEMENT

WARNING :
THIS IS A CLASS A PRODUCT.  IN A DOMESTIC ENVIRONMENT 
THIS PRODUCT MAY CAUSE RADIO INTERFERENCE IN WHICH 
CASE THE USER MAY BE REQUIRED TO TAKE ADEQUATE 
MEASURES.

CE COMPLIANCE STATEMENT

INFORMATION TO THE USER : THIS EQUIPMENT HAS BEEN 
TESTED AND FOUND TO COMPLY WITH THE LIMITS FOR A 
CLASS A DIGITAL DEVICE, PURSUANT TO PART 15 OF THE FCC 
RULES.  THESE LIMITS ARE DESIGNED TO PROVIDE 
R E A S O N A B L E  P R O T E C T I O N  A G A I N S T  H A R M F U L  
INTERFERENCE WHEN THE EQUIPMENT IS OPERATED IN A 
COMMERCIAL ENVIRONMENT. THIS EQUIPMENT GENERATES, 
USES, AND CAN RADIATE RADIO FREQUENCY ENERGY AND IF 
NOT INSTALLED AND USED IN ACCORDANCE WITH THE 
I N S T R U C T I O N  M A N U A L ,  M A Y  C A U S E  H A R M F U L  
INTERFERENCE TO RADIO   COMMUNICATIONS. OPERATION 
OF THIS EQUIPMENT IN A RESIDENTIAL AREA IS LIKELY TO 
CAUSE HARMFUL INTERFERENCE IN WHICH CASE THE USER 
WILL BE REQUIRED TO CORRECT THE INTERFERENCE  AT HIS  

CAUTION : CHANGES OR MODIFICATIONS NOT EXPRESSLY 
APPROVED BY THE PARTY RESPONSIBLE FOR COMPLIANCE 
COULD VOID THE USER'S AUTHORITY TO OPERATE THE 
EQUIPMENT.

THIS CLASS A DIGITAL APPARATUS COMPLIES WITH CANADIAN
ICES-003.

NORME NMB-003 DU CANADA.
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WARNING:

FEATURES

1 / 3" CCD Colo(u)r & B/W Image Sensor :
This is a professional level camera chip which achieves a very high quality 
picture.

Angle 3.6mm Fixed Lens, 4-8mm Auto Vari-Iris Lens : 
Allows a large area to be monitored from a single camera.

Electronic Iris :
Automatically adjusts the camera for changes in lighting to ensure an optimal 
picture at all times.

  Note : The user of this system is responsible for checking and
           complying with local, state and federal laws and statutes 
           concerning the recording and monitoring of audio signals.

Camera mount - Allows the camera to be mounted to ceiling. 

CAMERA :

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE

THIS PRODUCT TO RAIN OR MOISTURE. 

BASIC CAMERA INSTALLATION

Unpack and identify the following parts from the shipping container :
  
    A. Camera                         B. Mounting Screw                  
    C. Instruction manual        D. Torx screwdriver

Note : Make sure power is turned off when connection power
           adaptor cable.  
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      REMINDER:
Never aim camera
directly into the sun.

1. Lens -  Angle 3.6mm Fixed Lens 
                (Wall Mount Version only),
                4-8mm Auto Vari-Iris Lens;  
                Allows a wide area to be monitored.

2. Power Jack -  12Vdc Input (Center       +)

3. Video Output -  Connect this to a monitor, switcher,
                               etc. (BNC Connector)

                                                                 

CAMERA CONTROLS
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SPECIFICATIONS

Power Supply                                                                   12 V dc

Power Consumption             Max. 2.0Watts                               Max. 2.4Watts

Image Sensor                                                      1/3" Interline Transfer CCD          

Active Pixels                          CCIR : 512H x 582V                     PAL   : 752H x 582V

Resolution                              > 380 TV Lines                             > 470 TV Lines

Minimum Illumination           0.1 lux ( F1.2, 50IRE )                  1 lux ( F1.2, 50IRE )

Signal to Noise                                                              46 dB ( AGC OFF )

Electronic Iris                                                                1/100,000 Sec.

Synchronization                                                            Internal

Scaning  Frequency(H / V)   CCIR : 15.625KHz / 50Hz             PAL   : 15.625KHz / 50Hz

Signal Format                        CCIR : 625 Lines, 2:1 Interlace    PAL    : 625 Lines, 2:1 Interlace

Video Output                                                                 1.0Vp-p ( 75 Ohms )

Lens : Fixed Iris                     3.6mm  F3.8                                 3.6mm  F2.0

                                                

o o o o
Operating Temperature                                    14 F  to 122 F (-10 C to 50 C)

Ambient Humidity                                            10 - 96% Non-Condensing

Dimensions                                                       See dimensional outline

Weight : Shipping                                             Flush Mount : 1.54 lb (0.7 kg)

                                                                           Surface Mount : 1.76 lb (0.8 kg)

                                                                           Wall or Ceiling Mount : 1.54 lb (0.7 kg)

B&W                                COLO(U)R 

Auto Vari Iris               4-8mm  F2.0 ~ 2.8                        4-8mm  F2.0 ~ 2.8

Corner Mount : 1.65 lb (0.75 kg)

Ceiling Mount : 2.1 lb (0.97 kg)

(Wall Mount Version only)            (Wall Mount Version only)
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